
PRINZING GROUP LOCKOUT BOX
Portable box is made of heavy-duty steel and is powder coated for extra rust 
resistance. 7"H x 9"W x 31⁄4"D. Red.

Part No Description
45580BY Prinzing Lock Box

45580BY In Use

MLBR12TF

LOCK BOXES

Welded solid steel boxes are a great choice for locking and storing 
padlocks. They feature powder-coated finishes for excellent corrosion 
resistance too. 9"H x 6"W x 33⁄4"D. Red.

Part No Description
MLBR12TF Lock Box, 12 Lock
MLBR13TF Lock Box, 13 Lock

IN USE PICTURES MAY SHOW ITEMS NOT INCLUDED OR SOLD SEPARATELY.
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DID YOU KNOW?

OSHA. Control of Hazardous Energy: Lockout/Tagout: OSHA. 3120 Revised. https://www.osha.gov/publications/osha3120.pdf. (2002). 8.

Whether lockout or tagout devices are used, they must be the only devices the employer uses in conjunction with energy-isolating 
devices to control hazardous energy. The employer must provide these devices and they must be singularly identified and not used for 
other purposes. In addition, they must have the following characteristics:

• Durable enough to withstand workplace conditions: Tagout devices must not deteriorate or become illegible even when used with  
 corrosive components such as acid or alkali chemicals or in wet environments.

• Standardized according to color, shape, or size: Tagout devices also must be standardized according to print and format. Tags must be  
 legible and understandable by all employees. They must warn employees about the hazards if the machine is energized, and offer  
 employees clear instruction such as: "Do Not Start," "Do Not Open," "Do Not Close," "Do Not Energize," or "Do Not Operate."

• Substantial enough to minimize the likelihood of premature or accidental removal: Employees should be able to remove locks only  
 by using excessive force with special tools such as bolt cutters or other metal-cutting tools. Tag attachments must be non-reusable,  
 self-locking, and non-releasable, with a minimum unlocking strength of 50 pounds. 

• Tags must be attachable by hand, and the device for attaching the tag should be a one-piece nylon cable tie or its equivalent so it can  
 withstand all environments and conditions.

• Labeled to identify the specific employees authorized to apply and remove them.


